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THIS SYMBOL POINTS OUT IMPORTANT SAFETY INSTRUCTIONS WHICH IF NOT FOLLOWED COULD 

ENDANGER THE PERSONAL SAFETY AND/OR PROPERTY OF YOURSELF AND OTHERS. READ AND 

FOLLOW ALL INSTRUCTIONS IN THIS MANUAL AND ANY PROVIDED WITH THE EQUIPMENT ON WHICH 
THIS ENGINE IS USED BEFORE ATTEMPTING TO OPERATE YOUR TECUMSEH ENGINE. 
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OIL & FUEL RECOMMENDATIONS U. \ BERRIES 


*\ PRESTARTING PRIMER 


m — 


To start and operate your Tecumseh engine, you will need 
the following: 


A CLEAN, HIGH QUALITY DETERGENT OIL. 
Be sure original container is marked: 
A.P.I. service “SF,” “SE,” “SD” or “SC.” 


DO NOT USE SAE10W40 OIL. 


FOR SUMMER (ABOVE 32°F) USE SAE 30 OIL. 
(SAE10W30 is an acceptable substitute). FUEL FILL CAP. 


FOR WINTER (BELOW 32°F) USE SAE 5W20 or 
5W30 OIL. (SAE10W is an acceptable substitute). FUEL TANK 


(BELOW 0°F ONLY) 
SAE10W OIL diluted with 10% kerosene is an ac- 
ceptable substitute. 
SAEOW30 OIL is an acceptable substitute. 


MODEL AND SERIAL 
NUMBERS HERE — OR HERE 


Oil Sump capacity is approximately 21 ounces (1-1/4 | OIL FILL PLUG 
pints). AND DIPSTICK 
‘@) A FRESH, CLEAN, UNLEADED AUTOMOTIVE 


GASOLINE. {Leaded “Regular” grade gasoline is an 
acceptable substitute). SPARK PLUG WIRE 


NOTE: DO NOT USE GASOLINE CONTAINING 
METHANOL (WOOD ALCOHOL). Gasoline SPARC PLUG 


containing a maximum of 10% ethanol or 
grain alcohol {sometimes called “Gasohol’”’) 
may be used but requires special care when 
engine is unused for extended periods. 

See “STORAGE” instructions on Page 5. CARBURETOR 


COVER 
DIL DRAIN PLUG 


NOTE: Use clean oil and fuel and store in approved, clean, 
covered containers. Use clean fill funnels, 
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PRE-START INSTRUCTIONS 


Read all instructions provided with the equipment on which this 
engine is used. 


® FILL OIL SUMP WITH OIL. See preceding “OIL & FUEL 
RECOMMENDATIONS,” Item @ for correct oil and Figure 1 for 
oil fill locations. 
POSITION EQUIPMENT SO ENGINE IS LEVEL. 
Remove OIL FILL PLUG and DIPSTICK and place it on a clean 
surface. 


Fill oil sump, slowly, to “full” mark on DIPSTICK, DO NOT 
OVERFILL. OIL FILL PLUG must be seated fully and tightened 
and locked securely into oil fill hole when checking oil level. 


Oil level should be checked frequently during initial engine 
break-in period. OIL FILL PLUG must be seated fully and 
tightened and locked securely into oil fill hole when engine is 
running. 


FILL FUEL TANK with gasoline as specified in the preceding 
“OIL & FUEL RECOMMENDATIONS,” Item @® (Page 1). 


NEVER MIX OIL WITH GASOLINE 


Never use “stale” gasoline left over from last season or stored 
for long periods. 


engine: 


B. Be sure SPARK PLUG WIRE is attached to SPARK PLUG. 
(see Figure 1) 


C. Be sure any IGNITION SWITCH (if so equipped) on engine 
or equipment is in ON, RUN or START position. 


D. Be sure IGNITION KEY (if so equipped - see Figure 2) is in- 
serted into IGNITION KEY SLOT in CARBURETOR COVER. 
(See Figure 5). DO NOT TURN IGNITION KEY. 


—. Be sure FUEL SHUT-OFF VALVE (if so equipped) is open. 
(See Figure 3). 


NOTE: If engine is used for anything except snow removal, the 
CARBURETOR COVER (see Figure 5) must be removed, and an 
approved air cleaner installed. See equipment manufacturer's 
instructions or your nearby Authorized Tecumseh Service 
Outlet for details. 


ENGINE WILL NOT START UNLESS IGNITION (yeexsescn 
KEY IS INSERTED INTO IGNITION KEY SLOTIN |o J [J 
CARBURETOR COVER, 

DO NOT TURN IGNITION KEY. 


SHOW KING 


IGNITION KEY 


Figure 2 
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STARTING INSTRUCTIONS 


A 


A 


COLD ENGINE START (Engine has not been run recently). 
Proceed with the following Instruction A. REWIND STARTER 
or B. ELECTRIC STARTER depending on type of starter. 


A. REWIND STARTER (see Figures 4 & 5) 


1. Move Remote Throttle Control on equipment (see equip- 
ment manufacturer's instructions) or CONTROL LEVER 
(sge Figure 5) on engine to “Fast” or “Start” position. 


2. Move CHOKE (see Figure 5) on engine to “Full”. 


3, Push PRE-STARTING PRIMER (see Figure 5) two (2) or 
three (3) times. 
NOTE: Additional priming may be raquired, for initial 
start only, if temperature is below 15°F. 


4, START ENGINE: 


A. Grasp STARTER HANDLE (see Figure 4) and pull rope 
out, slowly, until it pulls slightly harder. Let rope re- 
wind slowly. 


B. Pull rope with a rapid continuous full arm stroke. Let 
rope rewind SLOWLY. Do not let STARTER HANDLE 
snap back against starter. 


NOTE: If REWIND STARTER is frozen and won't crank 
engine, proceed as follows: 


1. Pull as much rope out of starter as possible. 


2. Release STARTER HANDLE and let it snap back 
against starter. 


NOTE: The preceding should be done only when 
necessary to free a frozen starter. 


C. Repeat preceding Instructions A and B until engine 
starts. 


If engine fails to start, repeat preceding Instructions 3 
and 4, as necessary, until engine starts. 


D. When engine starts, move CHOKE gradually to “Off’’. 


E, If engine falters, move CHOKE immediately to ‘‘Full’” 
and then gradually to “Off”. 


Le FUEL TANK 


= FUEL SHUT-OFF VALVE 
“Ss, S Ao 
FUEL LINE X - Ce )- TO OPEN — TURN 
Nees ‘ COUNTERCLOCKWISE 


Figure 3 
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B. oe STARTER — 120 VOLT AC (see Figures 4 and NOTE: DO NOT USE PRE-STARTING PRIMER WHEN 


STARTER HANDLE: 


USING 120 VOLT ELECTRIC STARTER. 

1, Move Remote Throttle Control on equipment (see equip- 
ment_manufacturer’s instructions) or CONTROL LEVER 
(see Figure 5) on engine to ‘Fast’ or ‘Start’ position. 

2. Move CHOKE (see Figure 5) on engine to “Off”. 

. Connect POWER CORD to SWITCHBOX. (see Figure 4). 


. Plug other end of POWER CORD into a three hole, 
GROUNDED 120V, AC receptacle. (See “warning” at 
beginning of these instructions). 


. START ENGINE: 


A. Push STARTER BUTTON (see Figure 4) to engage 
starter motor and crank engine. 


. Move CHOKE on engine to “Full” while cranking 
engine. 

NOTE: THIS ELECTRIC STARTER IS THERMALLY 
PROTECTED. IF OVERHEATED IT WILL STOP 
AUTOMATICALLY, AND CAN BE RESTARTED 
ONLY WHEN IT HAS COOLED TO A _SAFE 
TEMPERATURE. (A WAIT OF ABOUT 5 TO 10 
MINUTES IS REQUIRED.) 


C, When engine starts, release STARTER BUTTON and 
move CHOKE gradually to “Off”. 

If engine falters, move CHOKE immediately to “Full’’ 
and then gradually to Off’. 


Disconnect POWER CORD from receptacle, first, and 
then from SWITCHBOX. 


If, after following the preceding instructions, your engine 
fails to start, have it checked by your nearby Authorized 
Tecumseh Service Outlet. 


> wW 


a 


wD 


9 


ss 


PRE-STARTING PRIMER 


OPTIONAL 
PRE-STARTING PRIMER POSITION 


CARBURETOR 
COVER 


IGNITION SWITCH 
OR 
IGNITION KEYSLOT 
(OPTIONAL) CONTROL LEVER 
(OPTIONAL) 


ECTRIC STARTER 
Figure 4 Figure 5 
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@ WARM ENGINE START (Engine still warm from recent TO STOP ENGINE 


running). Proceed with the following instruction A. REWIND 
STARTER or B. ELECTRIC STARTER depending on type of @ 
starter. 


NOTE: Warm engine may start without choking. 


A. REWIND STARTER (see Figures 4 & 5) 

1. Move Remote Throttle Control on equipment (see equip- 
ment manufacturer's instructions) or CONTROL LEVER 
(see Figure 5) on engine to “Fast” or “Start” position. 

2. Move CHOKE (see Figure 5) on engine to “Off”. 

DO NOT USE PRE-STARTING PRIMER 

3. START ENGINE: 

A. Grasp STARTER HANOLE (see Figure 4) and pull rope 
out, slowly, until it pulls slightly harder. Let rope re- 
wind slowly. 

B. Pull rope with a rapid continuous full arm stroke. Let 
rope rewind SLOWLY. Do not let STARTER HANDLE 
snap back against starter. 


C. Repeat preceding Instructions A and B until engine 
Starts, 


D. If engine fails to start, after a reasonable number of 
starting attempts, move CHOKE on engine to “Full’ 
and repeat preceding Instructions A and B until engine 
starts. 


When engine starts, move CHOKE gradually to “Off’’. @) 


B. ELECTRIC STARTER — 120 VOLT AC (see Figures 4 & 5) 


0 AB re 
WARNING” BEFORE PROCEED 


NOTE: DO NOT USE PRE-STARTING PRIMER WHEN 
USING 120 VOLT ELECTRIC STARTER. 


1. Move Remote Throttle Control on equipment (see equip- 
Ment _manufacturer’s instructions) or CONTROL LEVER 
(see Figure 5) on engine to “Fast” or “Start” position. 


2, Move CHOKE (see Figure 5) on engine to “Off”. 

3. Connect POWER CORD to SWITCHBOX. (see Figure 4}. 

4. Plug other end of POWER CORD into a three hole, 
GROUNDED 120V, AC receptacle. (See “warning” at 
beginning of these instructions}. 

5. START ENGINE: 


A. Push STARTER BUTTON (see Figure 4) to engage 
starter motor and crank engine until engine starts. 


B. If engine fails to start after a reasonable number of 
starting attempts, move CHOKE on engine to “Full’’” 
while cranking engine. 


C. Whan engine starts, release STARTER BUTTON and 
move CHOKE gradually to “Off”. 


D. Disconnect POWER CORD from receptacle, first, and 
then from SWITCHBOX. 


Hf, after following the preceding instructions, your engine 


fails to start, have it checked by your nearby Authorized 
Tecumseh Service Outlet. 
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BEFORE STOPPING ENGINE: 


A. RUN ENGINE FOR A FEW MINUTES TO HELP DRY OFF 
anne MOISTURE WHICH MAY HAVE ACCUMULATED ON 
ENGINE, 


B. TO HELP PREVENT POSSIBLE FREEZE-UP OF REWIND 
STARTER DUE TO EXTREME SNOW BLOWING CONDI- 
TIONS, PROCEED AS FOLLOWS: 


WITH ENGINE RUNNING, PULL STARTER ROPE WITH A 
RAPID CONTINUOUS FULL ARM STROKE THREE (3) OR 
FOUR (4) TIMES. 


NOTE: PULLING OF STARTER ROPE WILL PRODUCE A 
LOUD CLATTERING SOUND. THIS IS NOT HARMFUL TO 
THE ENGINE OR STARTER. 


C. TO HELP PREVENT POSSIBLE FREEZE-UP OF ELECTRIC 
STARTER DUE TO EXTREME SNOW BLOWING CONDI- 
TIONS, PROCEED AS FOLLOWS: 


1, CONNECT POWER CORD TO SWITCHBOX FIRST, 
AND THEN TO 120 VOLT AC RECEPTACLE PER 
PRECEDING “B. ELECTRIC STARTER 120 VOLT AC” 
INSTRUCTIONS. 


2. WITH ENGINE RUNNING, PUSH STARTER BUTTON 
AND SPIN STARTER MOTOR FOR SEVERAL 
SECONDS. 

NOTE: THE UNUSUAL SOUND PRODUCED BY THE 
SPINNING STARTER MOTOR IS NOT HARM- 
FUL TO ENGINE OR STARTER MOTOR. 

3. DISCONNECT POWER CORD FROM RECEPTACLE, 

FIRST AND THEN FROM SWITCHBOX. 


STOP ENGINE 

A. Move equipment control to STOP or OFF. 

B. Move CONTROL LEVER or IGNITION SWITCH (if so equip- 
ped - see Figure 5) to STOP or OFF. 

C. Remove IGNITION KEY (if so equipped - see Figure 2) from 
CARBURETOR COVER (see Figure 5). 
DO NOT TURN IGNITION KEY. 


AFTER ENGINE iS STOPPED: 


A.TO HELP PREVENT POSSIBLE FREEZE-UP OF ENGINE 
CONTROLS DUE TO EXTREME SNOW BLOWING CONDI- 
TIONS, PROCEED AS FOLLOWS: (see Figure 5) 


1, WIPE ALL SNOW AND MOISTURE FROM CAR- 
BURETOR COVER IN VICINITY OF CONTROL LEVER 
AND CHOKE. 


2. MOVE CONTROL LEVER AND CHOKE BACK AND 
FORTH SEVERAL TIMES. 


B. MOVE CHOKE (see Figure 5) ON ENGINE TO FULL CHOKE 
AND LEAVE IN THIS POSITION. 


C. MOVE REMOTE THROTTLE CONTROL ON EQUIPMENT 
(SEE EQUIPMENT MANUFACTURER'S INSTRUCTIONS) 
OR CONTROL LEVER (see Figure 5) ON ENGINE TO FAST 
OR START AND LEAVE IN THIS POSITION. 


D. Close FUEL SHUT-OFF VALVE (if so equipped) (see Figure 
3) 
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MAINTENANCE 


@ CHECK OIL LEVEL REGULARLY. 


POSITION EQUIPMENT SO ENGINE IS LEVEL. 


Check level every five (5) operating hours or each time equip- 
ment is used. Always clean area around OIL FILL PLUG (see 
Figure 1) before removing plug, to avoid contaminating oil with 
dirt, grass clippings, etc. Add oil as necessary. DO NOT RUN 
ENGINE UNLESS PROPER OIL LEVEL IS MAINTAINED. 
LEVEL MUST BE BETWEEN “FULL” AND “ADD” MARK ON 
DIPSTICK. See Instructions @ and in preceding “PRE- 
START INSTRUCTIONS” (Page 2). 


CHANGE OIL — after first two (2) hours of operation and 
every twenty-five (25) hours thereafter, or more often if 
operated in extremely dusty or dirty areas. 


DRAIN OIL — Position equipment so that engine OIL DRAIN 
PLUG (see Figure 1) is lowest point on engine. Remove OIL 
DRAIN PLUG and OIL FILL PLUG (while engine is still warm) 
and allow oil to drain completely. 


Replace OIL DRAIN PLUG and tighten securely. Refill oil sump 
with new oil of proper viscosity and service classification per 
preceding “OIL & FUEL RECOMMENDATIONS.” (see Page 1) 
Replace OIL FILL PLUG and tighten securely. See 
Instructions and in preceding ‘‘PRE-START 
INSTRUCTIONS” (Page 2). 


SPARK PLUG - Check periodically. 
A. Clean area around SPARK PLUG base. 


B. Remove and inspect SPARK PLUG. 


C. Replace SPARK PLUG if electrodes are pitted or burned or if 

porcelain is cracked. For replacement use Champion J-8 or 
Autolite 356 or equivalent. 
NOTE: If engine has a Champion RJ-17LM resistor SPARK 
PLUG it should be replaced with a Champion RJ-17LM only. 
See Page 6 for “CANADIAN RADIO FREQUENCY IN- 
TERFERENCE REGULATION COMPLIANCE” information. 


D. If reusing SPARK PLUG clean it by carefully scraping elec- 
trodes (Don’t wire brush or sand blast). Be sure entire 
SPARK PLUG is clean. 


—. Check electrodes gap with wire feeier gauge and set gap at 
030 if necessary. 


F. Install SPARK PLUG in engine and tighten to 15 foot pounds 
torque or if lacking torque wrench, tighten securely. 


ADJUSTMENTS 


DO NOT MAKE UNNECESSARY ADJUSTMENTS, FACTORY SET- 
TINGS ARE SATISFACTORY FOR MOST APPLICATIONS AND 
CONDITIONS. IF ADJUSTMENTS ARE NEEDED, PROCEED AS 


@ 


CARBURETOR ADJUSTMENTS 


HIGH SPEED and IDLE ADJUST NEEDLES are pre-set at the 
factory and re-adjustment should not be necessary. 


NOTE: {F YOU THINK THE CARBURETOR NEEDS 


ADJUSTING, CONTACT YOUR NEARBY AUTHORIZED 
TECUMSEH SERVICE OUTLET, WHO HAS THE PROPER 
EQUIPMENT AND EXPERIENCE TO MAKE ANY NECESSARY 
ADJUSTMENTS. 


CHANGING OF ENGINE GOVERNED SPEED WILL VOID 
ENGINE WARRANTY. 


STORAGE 


If engine is to be un-used for 30 days or more, prepare as follows: 


A 
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Remove all gasoline from CARBURETOR and FUEL TANK to 
prevent gum deposits from forming on these parts and causing 
possible malfunction of engine. 


A. Run engine until FUEL TANK is empty and engine stops due 
to lack of fuel. 


B. Disconnect FUEL LINE at CARBURETOR or FUEL TANK. 
Be very careful not to damage FUEL LINE, Fittings or FUEL 
ANK. 
Drain any remaining fuel from System 


NOTE: if “Gasohol” has been used, complete preceding In- 
structions “A” and “B” and then put a small amount of 
unleaded (or leaded regular) gasoline into fuel tank and 
tepeat preceding Instructions “A” and “B”. 


If oil has not been changed recently, this may be a good time to 
do it. See “CHANGE OIL” instructions in “MAINTENANCE” 
section. 


Remove SPARK PLUG and pour one (1) ounce (0,029 Liter) of 
engine oil into spark plug hole. Crank engine over, slowly, 
several times. 


Replace SPARK PLUG. 


CANADIAN RADIO FREQUENCY INTERFERENCE REGULATION COMPLIANCE: 


If your engine is equipped with a Champion RJ-17LM resistor spark plug, it is in compliance with the radio noise limitations order (radio 
frequency interference) issued by the Ministry of Communications of the Canadian Telecommunications Regulations Branch. 


COMPLIANCE WI TH RADIO INTERFERENCE REGULATIONS CERTIFIED. 
CERTIFIE CONFORME AU REGLEMENT SUR LE BROUILLAGE RADIO ELECTRIQUE. 


To remain in compliance a Champion RJ-17LM resistor spark plug must be used for any replacement. 


For engine adjustments, repairs, or warranty service not Tecumseh manufactures and is responsible only for the 
covered in this manual, contact your nearest AUTHORIZED engine used on this power equipment. If repair or service is 
TECUMSEH SERVICE OUTLET. He is listed in your needed for unit, other than engine, contact service source as 
telephone book yellow pages under ‘Engines, Gasoline.” recommended by equipment manufacturer. 


LIMITED WARRANTY FOR NEW TECUMSEH ENGINES 


A. Products Warranted 


Tecumseh Products Company (“Tecumseh”), subject to the exclusions and limitations contained below, will, at its option, repair or replace, without charge for parts or labor only, 
any part of a new Tecumseh engine (EXCEPT any new engine used te power two-wheeled riding type vehicle or chain saw} which is found upon examination by any Tecumseh 
Authorized Service Qutlet or by Tecumseh's factory in Grafton, Wisconsin to be DEFECTIVE IN MATERIAL AND/OR WORKMANSHIP if received by Tecumseh or a Tecumseh Author- 
ized Service Outlet for such examination within ONE YEAR (TWO years for Snow King, walk-behind snowthrawer application engines; 18 months for TVXL105 and TVS105X1) from the 
date of sale to the original purchaser. Naw Tecumseh engines used to power two-wheeled riding type vehicles (including, by way of example but not limited to, mini-bikes, trail bikes 
and scooters) ara warranted in the same manner and to the same extant EXCEPT that such new engines are warranted for NINETY (90) DAYS ONLY, and must be received by 
Tecumseh or a Tecumseh Authorized Service Outlet for such examination within 90 days from the date of sale to the original purchaser. New Tecumseh engines used to power any 
chain saw are warranted in the same manner and to the same extent EXCEPT that such engines are warranted for THIRTY (30) DAYS ONLY, and must be received by Tecumseh or a 
Tecumseh Authorized Service Outlet for such examination within 30 days from the date of sale to the original purchaser. 


B. Products And Items Not Warranted 


1. Engines used in compatitive racing or on commercial or rental tracks. 

This warranty does not cover any Tecumseh engine or partis) thereof used to power any vehicle in competitive racing and/or used on any commercial or rental track. 

Engines or parts not manufactured or sold new by Tecumseh, 
This warranty does not cover any engine or part thereof which was not manufactured or sold, as new, by Tecumseh to the original purchaser. 

Alterations or modifications of naw Tecumseh engines or parts. 
All obligations under this warranty shall be terminated if the new Tecumseh engine or part thereof is altered or modified in any way. 

Accidents, normal maintenance, failure to follow the original equipment manufacturer's manual. 
This warranty covers only new Tecumseh engines and parts thereof which are found upon examination by Tecumseh to be defective in material or workmanship as 
delivered to the original purchaser. This warranty does not cover defects caused by depreciation or damage caused by normal wear, accidents, improper maintenance, im- 
proper use or abuse of the product, or failure to follow the instructions contained in an Instruction Manual for the operation of the new Tecumseh engine or part. The 
cost of normal maintenance and raplacement of service items which are not defective shall be paid for by the original purchaser. 


C. Securing Warranty Service 


Warrenty service can be arranged for by contacting either a Tecumseh Authorized Service Qutlet {any Tecumseh Registered Service Dealer, Tecumseh Authorized Service 
Distributor, or Tecumseh Central Warehouse Distributor) or by contacting Tecumseh, clo Service Manager, Engine and Gear Service Division, 900 North Street, Grafton, Wisconsin 
53024. Warranty service can only be performed by a Tecumseh Authorized Service Qutiet or by Tecumseh at its factory in Grafton, Wisconsin. At the time af requesting warranty ser- 
vice, evidence must be presented of the date of sale to the original purchaser. The purchaser shall pay any charges for making service calls and! or for transporting the products to and 
from the place where the inspection and/ar warranty work is performed. The purchaser shall be responsible for any damage or loss incurred in connection with the transportation of 
any engine or any gartts) thereof submitted for inspection and/or warranty work. 


D. Limitation of Damages and Implied Warranties 


The foregoing EXPRESSED WARRANTY IS IN LIEU OF ALL OTHER EXPRESS WARRANTIES. Neither Tecumseh nor any of its affiliates makes any warranties, representations or 
promises, written or oral, as to the quality of the engine or any of its parts, other than as set forth herein. 

ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE, TO THE EXTENT THAT EITHER MAY APPLY TO ANY TECUMSEH ENGINE OR 
PARTIS) THEREOF, SHALL BE LIMITED IN DURATION TO THE PERIODS OF THE EXPRESSED WARRANTIES DEFINED IN PARAGRAPH A HEREOF. IN NO EVENT WILL TECUMSEH BE 
LIABLE FOR ANY INCIDENTAL, CONSEQUENTIAL OR SPECIAL DAMAGES AND/OR EXPENSES. Some states do not allow limitations on how long an implied warranty lasts or the ex- 
clusion or limitation of incidental or consequential damages, so the above limitation(s) or exclusions(s) may not apply to you. This warranty gives you specific legal rights and you may 
also have other legal-rights which vary from state to state, 


E. No Dealer Warranty 


Tecumseh neither assumes nor authorizes any other person, natural or corporate, to assume for Tecumseh any other obligations or liabilities in connection with or with respect to 
any part(s) of a Tecumseh engine. The seller or dealer of part(s) of a Tecumseh engine has no authority, whatsoever, to make any representations or promises on behalf of Tecumseh 
or to modify the terms ar limitations of Tecumseh’s warranty in any way. 


TECUMSEH PROOUCTS COMPANY 


ENGINE AND GEAR SERVICE DIVISION # 900 NORTH STREET ¢ GRAFTON, WISCONSIN, 53024, U.S.A. 
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